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SECTI ON 02722N

GRADED CRUSHED AGGREGATE BASE COURSE FOR FLEXI BLE PAVEMENT

PART 1 GENERAL

1.

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by the
basi c designation only.

AVERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM

ASTM C 117 (1995) Materials Finer than 75-M croneter
(No. 200) Sieve in Mneral Aggregates by
Washi ng

ASTM C 131 (1996) Resistance to Degradation of

Smal | - Si ze Coarse Aggregate by Abrasion
and Inmpact in the Los Angel es Machi ne

ASTM C 136 (1996; Rev. A) Sieve Analysis of Fine and
Coar se Aggregates

ASTM D 75 (1987; R 1992) Sanpling Aggregates

ASTM D 1556 (1990; R 1996) Density and Unit Wi ght of

Soil in Place by the Sand- Cone Mt hod

ASTM D 1557 (1991) Laboratory Conpaction
Characteristics of Soil Using Mdified
Effort (56,000 ft-1bf/ft (2,700 KNNm'm))

ASTM D 1883 (1994) CBR (California Bearing Ratio) of
Labor at ory- Conpacted Soil s

ASTM D 2217 (1985; R 1993) Wet Preparation of Soil
Sanpl es for Particle-Size Analysis and
Determ nation of Soil Constants

ASTM D 2922 (1996) Density of Soil and Soil - Aggregate
in Place by Nucl ear Methods (Shall ow Dept h)

ASTM D 3017 (1996) Water Content of Soil and Rock in
Pl ace by Nucl ear Met hods (Shal | ow Dept h)

ASTM D 3740 (1999c) M nimum requirenents for Agencies
Engaged in Testing and/or |nspection of
soil and Rock Used in Engi neering Design
and Construction

ASTM D 4318 (1998) Liquid Limt, Plastic Linmt, and
Plasticity I ndex of Soils

ASTM D 5255 (1997el1) Certification of Personnel

SECTI ON 02722N Page 2 Encl. 1 to Amend. 0005
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1

1

Engaged in the Testing of Soil and Rock
STATE OF CALI FORNI A DEPARTMENT OF TRANSPORTATI ON ( CDT)
(1999) Standard Specifications

U S. ARW CORPS OF ENG NEERS (USACE)

CCE CRD-C 171 (1995) Test Method for Determ ning
Percent age of Crushed Particles in
Aggr egat e

2 SUBM TTALS

Submit the following in accordance with Section 01330, "Subnitta
Procedures.”

SD-06 Test Reports
G adati on
Bearing ratio
Liquid limt
Plasticity index
Per cent age of wear
Density
G adati on
Snoot hness
Density
Thi ckness

3  DELI VERY AND STORAGE

Inspect materials delivered to site for danage and store as to prevent
segregati on and contam nation

.4 WEATHER LI M TATI ONS

Do not construct base course when atnospheric tenperature is bel ow 2
degrees C or when rainfall or other weather conditions detrinentally
affect the quality of the finished course.

.5 CONSTRUCTI ON EQUI PMENT

Equi prent shall be dependabl e and adequate for the purpose intended.

Mai ntai n equi pent in satisfactory and safe operating condition. Subject
to approval, special equiprment dictated by [ocal conditions may be used.

Cal i brated equi prent, such as scal es, batching equi pnent, spreaders, and
simlar itens, shall have been recalibrated by a State calibration

| aboratory within 12 nonths of commrenci ng worKk.

SECTI ON 02722N Page 3 Encl. 1 to Amend. 0005
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PART 2 PRODUCTS
2.1 MATERI ALS
2.1.1 Aggr egat es

Consi st of durable and sound crushed gravel or crushed stone, free of |unps
or balls of clay or other objectionable matter. Crushed stone and gravel
shall be free fromflat, elongated, soft, or disintegrated pieces. Crushed
gravel retained on a 4.75-mllimeter sieve shall have at |east 90 percent
by weight with at |east two fractured faces and 100 percent by weight with
at least one fractured face. fractured faces shallo be determned in
accordance with COE CRD-C 171. Base course materials sanples shall have a
bearing ratio of at |east 100 as determ ned by | aboratory tests on a 4-day
soaked speci men in accordance with ASTM D 1883; conpact specinen in
accordance with ASTM D 1557, Method D. Determine grain size in accordance
with ASTM C 136 and anobunt of material finer than 75 micronmeters sieve in
accordance with ASTM C 117. Aggregate shall have a percentage of wear not
exceedi ng 40 when tested in accordance with ASTM C 131, Grading A Soi

bi nder material, that portion of material passing the 425-m croneter

sieve, shall be of such conposition that the conposite material conforms to
the requirenents specified herein. The base course shall be of such nature
that it can be conpacted readily with watering and rolling to a firm
stabl e base and shall conformto one of the follow ng sizes:

Per cent age by Wi ght Passi ng
Square Mesh Laboratory Sieves

Si ze Nunbers

Si eves Oper ati ng Range Contract Conpliance
25.0 mm 100 100

19.0 mm 90- 100 87-100

4.75 mm 35- 60 30- 65

600 m croneters 10- 30 5-35

75 micrometers 2-9 0-12

Gradations are simlar to 19-nmm Maxi num gradati on of Section 26 of the
State of California Departnent of Transportation Standard Specifications.
That portion of the material passing the 425 m croneterssieve shall have a
liquid limt of not nore than 25 and a plasticity index of not nore than 5
as determ ned by ASTM D 4318. Prepare sanples in accordance with ASTM D
2217, Procedure A

PART 3 EXECUTI ON
3.1 BASE COURSE

Construct the graded aggregate base course on a prepared subgrade, as

i ndicated. Provide line and grade stakes for control. Place grade stakes
in lanes parallel to the centerline of areas to be paved and space for
string lining or other control methods. The base course shall consist of
aggregat e processed, deposited, spread, and conpacted on a prepared
surface. The Contractor shall be responsible for protection of conpleted
areas against detrimental effects. Recondition, reshape, and reconpact
areas damaged by rainfall or other weather conditions.

3.2 M XI NG OF MATERI ALS

SECTI ON 02722N Page 4 Encl. 1 to Amend. 0005
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M x aggregates in a stationary or traveling plant. Proportion aggregates

by wei ght or volume in such quantities that specified gradation, liquid
limt, and plasticity index requirenments are nmet after the base course has
been placed and conpacted. Incorporate, during the nixing operation, water

in quantities sufficient to provide the necessary npoisture content for the
speci fied compaction. M xing operations shall produce satisfactory uniform
bl endi ng and the method of discharging into trucks shall not produce
segregation.

3.3 PLACI NG

Do not dunmp mxed materials in piles, but place on prepared subgrade or
subbase in layers of uniformthickness with a spreader. Wen a conpacted
course 150 millimeters in thickness is required, place material in a
single layer. Wen a conpacted course in excess of 150 mllimeters is
required, place material in layers of equal thickness. Do not exceed 150
mllineters or have less than 75 mllineters in thickness for any
conpacted | ayer. Place |layers so that when conpacted, they will be true to
grades or levels required with the | east possible surface disturbance.
VWere the base course is constructed in nore than one |ayer, clean
previously constructed | ayers of |oose and foreign matter. Miintain
materi al water content during the placing period to obtain the conpaction
specified. Make adjustments in placing procedures or equi pnent to obtain
true grades, to mnimze segregati on and degradati on, to reduce or increase
water content, and to insure a satisfactory base course.

3.3.1 St ati onary-Pl ant Met hod

M x aggregates, binder material and water until a uniform honbgeneous

m xture is obtained. Do not dunp materials in piles; place in |ayers of
essentially uniformthickness, not to exceed 150 nillineters after
conpaction, by an approved spreader. Tail gate spreading will be
acceptable only with perm ssion, under conditions such as where space
[imtations prohibit use of the spreader

3.3.2 W ndr ow Travel i ng- Pl ant Met hod

Pl ace aggregates and binder materials in w ndrows of such cross section and
proportions that, when picked up, mxed, and redeposited in w ndrows, the
finished mxture shall conformto the specified requirenments. Do not
exceed the rated capacity of the traveling plant with the size of the

wi ndrow of the conmbined materials. Add water, in quantity sufficient to
provi de the necessary noisture content for compacting, to the aggregates at
the tine of mxing. Mx materials uniformy by the traveling plant,

deposit in wi ndrows of uniformcross section, and spread in a | ayer of

uni formthickness to the required contour and grades.

3.4 COVPACTI NG AND FI NI SHI NG

I mredi ately follow ng the placing, spread the finished m xture uniformy in
a layer and bring to optinum noi sture content. The | oose thickness and the
surface of the layer shall be such that the specified density and the

requi red thickness shall be obtained after conpaction. Conpact the |ayer
with steel-faced, vibrating or pneumatic-tired rollers, or other suitable
conpacti ng equi pment or conbi nations thereof. Continue conpacting unti

the layer is conmpacted through the full depth to the field densities shown
on the Contract drawings. Field density and water content shall be tested
in accordance with ASTM D 1556, ASTM D 2922 and ASTM D 3017. Wen the

SECTI ON 02722N Page 5 Encl. 1 to Amend. 0005
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nucl ear gauge is used, a mnimum of one sand cone check test shall be
performed for every five (5) nuclear gauge tests. |In areas not accessible
to rollers or conpactors, conmpact the mxture wth mechani cal hand tanpers.

If the mixture is excessively npoistened by rain, aerate by bl ade graders,
or other suitable equipnment. Aerate until the npoisture content of the
material is that needed to obtain the required density. Finish the surface
of the layer by a conbination of rolling and blading. Final surface shal
be smooth and free fromwaves, irregularities, and ruts or soft vyielding
spots.

3.5 FI NI SHI NG AT EDGES OF BASE COURSE

Pl ace earth or other approved materials along the edges of the base course
in such quantity that it will compact to the thickness of the course being
constructed. When the course is being constructed in two or nore |ayers,
pl ace material to the thickness of each layer. |In each operation, allow at
least a 300-millimeter w dth of the shoulder to be rolled and conpacted
simul taneously with the rolling and conpacting of each |ayer.

3.6 FI ELD QUALI TY CONTRCL

The testing | aboratory shall meet the appropriate requirements outlined in
ASTM D 3740. Testing personnel shall certified in accordance with ASTM D
5255. Approve materials and material sources in advance of the use of such
materials in the work. Replace base where sanples are renoved. Provide
duplicate sanples to the Contracting O ficer on an average of two (2)
sanmpl es a week. Take duplicate sanples at the same tinme and in the sane
manner as the original.

3.6.1 Sanpl i ng
3.6.1.1 Aggregates at the Source

Prior to production and delivery of aggregates, take at least one initia
sample in accordance with ASTM D 75. Collect each sanple by taking three

i ncrenental sanples at randomfromthe source material to nmake a conposite
sampl e of not less than 23 kilograms . Repeat above sanpling when source
of material is changed or when unacceptabl e deficiencies or variations from
specified grading of materials are found in testing.

3.6.1.2 Duri ng Construction

Take one random sanple fromthe conpleted course material per each day's
run. Take sanples in accordance with ASTM D 75.

3.6.1.3 Sanpl e ldentification

Pl ace each sanple in a clean container, securely fastened to prevent |oss
of material. Tag each sanple for identification and with the foll ow ng
i nformation:

Contract No.

Sanpl e No. Quality
Dat e of Sanple
Sanpl er
Sour ce
I nt ended Use
For Testing

SECTI ON 02722N Page 6 Encl. 1 to Amend. 0005
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3.6.2 Testi ng
3.6.2.1 Aggr egat es

Test each sanple of base course material wthout delay. Make gradation
tests fromeach sanple in accordance with ASTM C 136. Make sieve anal ysis
on material passing the 75-mcrometers sieve in accordance with ASTM C 117.

3.6.2.2 Snoot hness Tests

Test with a 3-neter straightedge, applied parallel with and at right
angles to the center line of the paved area. Correct deviations in the
surface in excess of 10 mllineters by |oosening, adding or renoving

mat eri al, reshapi ng, watering, and conmpacting. The snpothness requirenents
specified herein apply only to the top |ayer when base course is
constructed in nore than one |ayer.

3.6.2.3 Field Density Tests

ASTM D 1556 and/or ASTM D 2922 and ASTM D 3017. Take one test for each 420
square nmeters of each layer of base course

3.6.2.4 Laboratory Density Tests
In accordance with ASTM D 1557, Met hod D
3.6.2.5 Thi ckness Tests

Measure thickness of base course at intervals such that there will be a
depth measurenment for at |east each 100 square nmeters of conplete base
course. The thickness shall be measured by taking differential elevations
at predeterm ned | ocations between the top of the finished subgrade and the
top of the conpl eted aggregate base course. VWere the base course
deficiency is nmore than 13 mllimeters , correct by scarifying, adding

m xture of proper gradation, reblading, and reconpacting. Where the
nmeasured thickness is nore than 13 millineters thicker than indicated,
consider it as the indicated thickness plus 13 millimeters for determ ning
the average. The average thickness is the average of the depth
nmeasurenents and shall not underrun the thickness indicated.

3.7 MAI NTENANCE

After construction is conpleted, maintain the base course throughout,

except where portion of the succeeding course is under construction

t hereon. Mai ntenance includes drainage, rolling, shaping, and watering, as
necessary, to maintain the course in proper condition. Correct
deficiencies in thickness, conposition, construction, snoothness, and
density, which devel op during the maintenance, to conformto the

requi renents specified herein. Maintain sufficient noisture by |ight
sprinkling with water at the surface to prevent a dusty condition or prine
coat the surface in accordance with Section 02748 Bl TUM NOUS TACK AND PRI ME
COATS.

-- End of Section --
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